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Storage ReelsReels to manage all  
that can be wrapped

M
OTORIZED

HAND CRANK

COXREELS® Storage hand crank and motorized reels have the features  
demanded by industry professionals. These features include a CNC robotically heavy duty 
spun and ribbed discs with rolled edges for added strength, safety and durability and a sturdy  
all-welded “A” frame built to efficiently handle the most demanding storage tasks on either  
stationary or mobile units. These innovative models were selected from Coxreels standard series 
to handle long length of various materials including but not limited to hose, collapsible hose, power 
cord, cable, rope, wire, barbed wire, tape, and chain. 

Not all storage reels are listed, please consult factory for more models.

MOTOR OPTIONs When ordering, suffix the model number with selection below. *Add 5 lbs to ship weight if reel is crated

SUFFIX TYPE DESCRIPTION ADD ON APRX. LBS*

A AIR - #4 GAST COMP. AIR MOTOR 8

E ELEC. - 12V DC 1⁄3 HP REW. REV. TYPE 13

Eb ELEC. - 24V DC 1⁄2 HP REW. REV. TYPE 26

ED ELEC. - EXPL. PRF. - 12V DC 1⁄2 HP REW. REV. TYPE 26

EA ELEC. - EXPL. PRF. 115V 1⁄2 HP REW., AC REV. TYPE 26

H HYDRAULIC END PORTED 9⁄16-18 UNF REV. 6

Less Hose/Cord/Cable

MODEL

1125 SERIES 1175 SERIES 1185 SERIES
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HOSE, 
ROPE, 
CABLE 
O.D.

1⁄4” 3,250’ 4,875’ 6,500’ 7,600’ 5,600’ 9,750’ 14,110’ 23,250’
3⁄8” 1,475’ 2,225’ 2,975’ 3,450’ 2,435’ 4,305’ 6,100’ 10,135’
1⁄2” 810’ 1,215’ 1,625’ 1,900’ 1,330’ 2,310’ 3,375’ 5,575’
5⁄8” 525’ 775’ 1,060’ 1,225’ 785’ 1,400’ 2,255’ 3,665’
3⁄4” 335’ 500’ 675’ 775’ 605’ 1,055’ 1,400’ 2,375’
7⁄8” 235’ 360’ 475’ 575’ 395’ 670’ 1100’ 1,865’

1” 175’ 265’ 350’ 410’ 285’ 515’ 770’ 1,275’

11⁄4” 100’ 165’ 225’ 260’ 195’ 350’ 560’ 915’

11⁄2” 65’ 100’ 135’ 150’ 120’ 220’ 305’ 515’

13⁄4” 50’ 90’ 115’ 140’ 70’ 135’ 275’ 450’

2” 30’ 50’ 60’ 75’ 65’ 125’ 190’ 310’

21⁄4” 25’ 45’ 55’ 65’ 65’ 105’ 110’ 190’

21⁄2” 20’ 40’ 50’ 60’ 30’ 60’ 110’ 180’

23⁄4” 15’ 35’ 45’ 55’ 30’ 55’ 100’ 175’

3” 10’ 15’ 20’ 20’ 25’ 50’ 50’ 95’

LAY 
FLAT 
HOSE

1” 200’ 290’ 380’ 475’ 350’ 640’ 930’ 1,520’
11⁄2” 140’ 210’ 285’ 330’ 120’ 245’ 325’ 595’
13⁄4” 120’ 175’ 235’ 275’ 120’ 205’ 300’ 500’
2” 95’ 140’ 190’ 220’ 90’ 205’ 270’ 490’

21⁄2” 70’ 105’ 140 165’ 80’ 185’ 270’ 430’
3” 55’ 85’ 110’ 130’ 70’ 160’ 240’ 280’

APRX.
LBS. 39 48 55 59 70 83 109 169

Size index 1 2 3 4 5 6 7 8

- All reels supplied less hoseSTORAGE models

Storage SERIES :: REEL SPECIFICATIONS

• Professional grade hand crank & motor driven reels to store 
& maintain long length of hose, cord, cable, wire, rope, tape, 
chain & other

• Reels have no swivel & no riser, for storage only (Model 
with suffix -BYXX)

• Sturdy “A” frame base design

• All welded steel “A” frame construction to strengthen the 
reel structure

• Each of these reels is built on the strength of their standard 
series with their own unique features & benefits 

• See page 40 For 1125 Series hand crank & motor  
driven features

• See page 41 For 1175 Series hand crank & motor  
driven features

• See page 42 For 1185 Series hand crank & motor  
driven features

   SIGNATURE FEATURES
• Professional grade heavy duty steel construction
• Durable proprietary CPC™ powder coat process
• Rolled edges & ribbed discs provide strength & safety
• Leading 2-year manufacturer’s limited warranty
• Made in the U.S.A. - Sold & Supported Worldwide

   POSSIBLE FIELDS OF APPLICATION
• Hose
• Collapsible Hose
• Power Cord
• Cable
• Rope

• Wire
• Barbed Wire
• Tape
• Chain
   ...and much more

   ACCESSORIZE YOUR REEL ::  PG  50
• O-Rings & Swivels
• Stacking Brackets
• Roller Brackets
• Hoses
• Assorted Reel Accessories

• Mobilize  
your reel

DESIGN

Structure

Retraction

reel dimensions Technical Data Sheets Available On Website

SIZE INDEX
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Ø Dw
CRANK ELEC. AIR / 

HYD. CRANK ELEC. CRANK ELEC.

1 237⁄8” 253⁄4” 23" 183⁄4” 191⁄4” 175⁄8” 173⁄8” 153⁄8” 16" 61⁄4” 12"

2 297⁄8” 313⁄4” 29" 183⁄4” 191⁄4” 175⁄8” 233⁄8” 153⁄8” 16" 61⁄4” 18"

3 371⁄8” 38" 353⁄8” 183⁄4” 191⁄4” 175⁄8” 293⁄8” 153⁄8” 16" 61⁄4” 24"

4 411⁄8” 42" 393⁄8” 183⁄4” 191⁄4” 175⁄8” 333⁄8” 153⁄8” 16" 61⁄4” 28"

5 243⁄8” 26" 241⁄2” 261⁄8” 261⁄8” 24” 17" 201⁄8” 201⁄8” 101⁄2” 111⁄2”

6 327⁄8” 341⁄2” 33” 261⁄8” 261⁄8” 24” 251⁄2” 201⁄8” 201⁄8” 101⁄2” 20”

7 323⁄8” 345⁄8” 317⁄8” 30" 30" 28" 251⁄2” 241⁄2” 241⁄2” 101⁄2” 20"

8 453⁄8” 475⁄8” 447⁄8” 30" 30" 28" 381⁄2” 241⁄2” 241⁄2” 101⁄2” 33"
Overall Dimensions Base Drum
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PG  53


